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Title 33
ENVIRONMENTAL QUALITY

Part III. Air

Chapter 21. Control of Emission of Organic Compounds
Subchapter F. Gasoline Handling

§2132. Stage II Vapor Recovery Systems for Control of Vehicle Refueling Emissions at
Gasoline Dispensing Facilities

A. Definitions. Terms used in this Section are defined in LAC 33:111.111 of these
regulations with the exception of those terms specifically defined as follows:

* sk ok

Stage II Vapor Recovery System—a gasoline vapor recovery system that is CARB-
approved on or before March 31, 2001, or equivalent, and recovers vapors during the refueling of
motor vehicles.

B.-B4.d. ...

5. No owner or operator as described in Paragraphs B.1, 2, and 3 of this
Section shall cause or allow the dispensing of motor vehicle fuel at any time unless all fuel
dispensing operations are equipped with and utilize a CARB-eertifted Stage Il vapor recovery
system certified by CARB on or before March 31, 2001, that is properly installed and operated in
accordance with the corresponding CARB executive order. The vapor recovery equipment must
also be installed and operated within the guidelines of the National Fire Protection Association
(NFPA) 30. The vapor recovery equipment utilized shall be certified by CARB or equivalent
certification authority approved by the administrative authority* to attain a minimum of 95
percent gasoline vapor control efficiency. This certified equipment shall have coaxial hoses and
shall not contain remote check valves. In addition, only CARB or equivalent approved
aftermarket parts and CARB or equivalent approved rebuilt parts shall be used for installation or
replacement use. CARB certified enhanced vapor recovery systems and/or individual parts are
approvable by the administrative authority* as equivalent alternatives.

B.6. - D.1.b.iii. ...
2. The test methods used are contained in the Environmental Protection
Agency document entitled, "Technical Guidance Stage II Vapor Recovery Systems for Control
of Vehicle Refueling Emissions at Gasoline Dispensing Facilities, EPA-450-3-91-022b" and the
CARB Stationary Source Test Methods, Volume 2, April 12, 1996;-orlatestrevision.
D.3.-G4. ...

5. department inspection records;
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G.6.-H.1. ...

a. notices-ofwolatdennotices of corrected violations;
b. warningscompliance orders;

Hilc. -1 ...

AUTHORITY NOTE: Promulgated in accordance with R.S. 30:2054.

HISTORICAL NOTE: Promulgated by the Department of Environmental Quality,
Office of Air Quality and Radiation Protection, Air Quality Division, LR 18:1254 (November
1992), repromulgated LR 19:46 (January 1993), amended LR 23:1682 (December 1997), LR
24:25 (January 1998), amended by the Office of Environmental Assessment, Environmental
Planning Division, LR 26:2453 (November 2000), LR 29:



